
SCT2464Q 
Rev.1.1  

 

   For more information www.silicontent.com    © 2023 Silicon Content Technology Co., Ltd.   All Rights Reserved    1 

Product Folder Links:  SCT2464Q 

芯 洲 科 技  
Silicon Content Technology 

 

3.5V-36V Vin, 6A, High Efficiency Synchronous Step-down DCDC Converter  

 

FEATURES 
• Qualified for Automotive Applications 

• AEC-Q100 Qualified with the Following Results: 
- Device Temperature Grade 1: -40°C to 125°C 
  Ambient Operating Temperature Range 
- Device HBM ESD Classification Level H2 
- Device CDM ESD Classification Level C3B 

• Wide Input Range: 3.5V-36V   

• Up to 6A Continuous Output Current 

• 1V ±1.5% Feedback Reference Voltage 

• Integrated 30mΩ High-Side and 18mΩ Low-Side 
Power MOSFETs 

• 13uA Quiescent Current with VBIAS Connected to 
an auxiliary power supply to 5V 

• 60ns Minimum On-time 

• 4ms Internal Soft-start Time  

• Adjustable Frequency 200KHz to 1.8MHz  

• External Clock Synchronization 

• Frequency Spread Spectrum (FSS) Modulation for 
EMI Reduction 

• External bias option for improved efficiency 

• Parallel input path to minimize switch node ringing 

• Low Dropout Mode Operation 

• Over-voltage and Over-Temperature Protection 

• Available in 3.5mm*4mm QFN-14L Package 

APPLICATIONS 
• Automotive infotainment and ADAS 

• USB Type-C Power Delivery, USB Charging 

• Industrial and Medical Distributed Power Supplies 

DESCRIPTION 
The SCT2464Q is 6A synchronous buck converters 
with wide input voltage, ranging from 3.5V to 36V, 
which integrates a 30mΩ high-side MOSFET and a 
18mΩ low-side MOSFET. The SCT2464Q, adopting 
the peak current mode control, supports the Pulse 
Skipping Modulation (PSM) with typical 13uA 
(VBIAS=5V) low quiescent current which assists the 
converter on achieving high efficiency at light load or 
standby condition.  

The SCT2464Q features adjustable switching 
frequency from 200 kHz to 1.8 MHz with an external 
resistor, which provides the flexibility to optimize either 
efficiency or external component size. The converter 
supports external clock synchronization with a 
frequency band from 200kHz to 1.8MHz. The 
SCT2464Q allows power conversion from high input 
voltage to low output voltage with a minimum 60ns on-
time of high-side MOSFET. 

The SCT2464Q is an Electromagnetic Interference 
(EMI) friendly buck converter with implementing 
optimized design for EMI reduction. The SCT2464Q
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RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 3.5 36 V 

VOUT Output voltage range 1 16 V 

TJ Operating junction temperature -40 150 °C 

ESD RATINGS 

PARAMETER
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ELECTRICAL CHARACTERISTICS 
VIN=24V, TA=-40°C~125°C, typical value is tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Supply 

VIN Operating input voltage  3.5  36 V 

ISHDN Shutdown current from VIN pin EN=0  1.8  μA 

IQ_BIAS Quiescent current from VIN pin 
EN floating, non-switching, 
VBIAS=5V, BOOT-SW=5V 

 13  μA 

IQ Quiescent current from VIN pin 
EN floating, non-switching, 
BOOT-SW=5V 

 45 120 μA 

IBIAS Quiescent Current into BIAS pin non-switching, VBIAS=5V  32  uA 

VCC LDO 

VCC VCC voltage   4.2  V 

VCC_UVLO 
VCC UVLO Threshold VCC rising  3.3 3.5 V 

Hysteresis   400  mV 

IVCC_LIM VCC internal LDO current limit VCC short to ground   70 mA 

Power MOSFETs 

RDSON_H 
High-side MOSFET on-
resistance 

VBOOT-VSW=4.2V  30 60 mΩ 
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

VPG_OV 
Power-good flag over voltage 
tripping threshold 

POWER BAD (% of FB voltage)  110  % 
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TYPICAL CHARACTERISTICS  

Figure 2. Efficiency, FSW=400KHz, VOUT=5V(BIAS) 

 

Figure 3. Efficiency, FSW=400KHz, VOUT=5V(NO BIAS) 

Figure 4. Efficiency, FSW=400KHz, VOUT=3.3V 
 

Figure 5. Efficiency, FSW=1.8MHz, Vin=12V 
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FUNCTIONAL BLOCK DIAGRAM 
 

Oscillator
With PLL

EN

RT/CLK

FB

 
Figure 8. Functional Block Diagram 
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Enable and Under Voltage Lockout Threshold  

The SCT2464Q is enabled when the VCC pin voltage rises above 3.3V and the EN pin 

http://www.silicontent.com/


SCT2464Q 

 

For more information www.silicontent.com    © 2023  Silicon Content Technology Co., Ltd.   All Rights Reserved        11     

Product Folder Links:  SCT2464Q  

 

𝑅𝑇(𝐾𝛺) = (
1

𝑓𝑠𝑤(𝐾𝐻𝑧)
− 3.3 × 10−5) × 1.346 × 104  (4)  

 

where, fsw is switching clock frequency 

 

Oscillator
With PLL

CLK
RT/SYNC

  
Figure 10. Setting Frequency and 

Clock Synchronization 

In clock synchronization mode, the switching frequency synchronizes to an external clock applied to RT/SYNC pin. 
The synchronization frequency range is from 200KHz
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Once the FB pin is between 95% and 105% of the internal voltage reference the PGOOD pin is de-asserted and 
the pin floats with 2ms delay. The PGOOD pin is pulled low when the FB is lower than 90% or greater than 110% 
of the nominal internal reference voltage with 100us deglitching time,PG_OVP only work in the close-loop state . 
Also, the PWRGD is pulled low if VIN UVLO or thermal shutdown are asserted or the EN pin pulled low, Output 
voltage excursions that are shorter than 100us deglitching time do not trip the PGOOD flag. 

Thermal Shutdown 

The SCT2464Q protects the device from the damage during excessive heat and power dissipation conditions. Once 
the junction temperature exceeds 172°C, the internal thermal sensor stops power MOSFETs switching. When the 
junction temperature falls below 160°C, the device restarts with internal soft start phase.   
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Output Voltage 
 
The output voltage is set by an external resistor divider 
R5 and R6 in typical application schematic. 
Recommended R6 resistance is 24.9KΩ. Use equation 
5 to calculate R5. 

 

𝑅5 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅6 (5) 

where: 

• VREF is the feedback reference voltage, typical 
1V 

 

Table 1. R5, R6Value for Common Output Voltage 

(Room Temperature) 

VOUT R5 R6 

1.8   V 19.6 KΩ 24.9 KΩ 

2.5   V 37.4 KΩ 24.9 KΩ 

3.3   V 57.6 KΩ 24.9 KΩ 

5   V 100 KΩ 24.9 KΩ 

12 V 274 KΩ 24.9 KΩ 
 

Switching Frequency 

Higher switching frequencies support smaller profiles of output inductors and output capacitors, resulting in lower 
voltage and current ripples. However, the higher switching frequency causes extra switching loss, which 
downgrades converter’s overall power efficiency and thermal performance. The 100ns minimum on-time limitation 
also restricts the selection of higher switching frequency. 

.  
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Inductor Selection 

There are several factors should be considered in selecting inductor such as inductance, saturation current, the 
RMS current and DC resistance(DCR). Larger inductance results in less inductor current ripple and therefore leads 
to lower output voltage ripple. However, the larger value inductor always corresponds to a bigger physical size, 
higher series resistance, and lower saturation current.  A good rule for determining the inductance to use is to allow 
the inductor peak-to-peak ripple current to be approximately 20%~40% of the maximum output current. 

The peak-to-peak ripple current in the inductor ILPP can be calculated as in Equation 9. 

 𝐼𝐿𝑃𝑃 =
𝑉𝑂𝑈𝑇∗(𝑉𝐼𝑁−𝑉𝑂𝑈𝑇)

𝑉𝐼𝑁∗𝐿∗𝑓𝑆𝑊
 (9) 

 
Where 

• ILPP is the inductor peak-to-peak current  

• L is the inductance of inductor 

• fSW is the switching frequency 

• VOUT is the output voltage 

• VIN is the input voltage 

Since the inductor-current ripple increases with the input voltage, so the maximum input voltage in application is 
always used to calculate the minimum inductance required. Use Equation 10 to calculate the inductance value. 

 𝐿𝑀𝐼𝑁 =
𝑉𝑂𝑈𝑇

𝑓𝑆𝑊∗𝐿𝐼𝑅∗𝐼𝑂𝑈𝑇(𝑚𝑎𝑥)
∗ (1 −

𝑉𝑂𝑈𝑇

𝑉𝐼𝑁(𝑚𝑎𝑥)
) (10) 

 
Where 

• LMIN is the minimum inductance required 

• fsw is the switching frequency 

• VOUT is the output voltage 

• VIN(max) is the maximum input voltage 

• IOUT(max) is the maximum DC load current 

• LIR is coefficient of ILPP to IOUT 

The total current flowing through the inductor is the inductor ripple current plus the output current. When selecting 
an inductor, choose its rated current especially the saturation current larger than its peak operation current and 
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• fSW is the switching frequency 

• L is the inductance of inductor 

• COUT is the output capacitance  

• VOUT is the output voltage 

• VINis the input voltage 

Due to capacitor’s degrading under DC bias, the bias voltage can significantly reduce capacitance. Ceramic 
capacitors can lose most of their capacitance at rated voltage. Therefore, leave margin on the voltage rating to 
ensure adequate effective capacitance. Typically, two 47μF ceramic output capacitors work for most applications.  

 

Table 3: Typical External Component Values  

VOUT R5 R6
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Application Waveforms 
Vin=24V, Vout=5V, unless otherwise noted 

 

 
Figure 13. Power up(Iload=6A) 

 
Figure 14. Power down(Iload=6A) 

 
Figure 15. EN toggle (Iload=0.1A) 

 
Figure 16. EN toggle (Iload=6A) 

 

 
Figure 17. Over Current Protection(1A to hard short) 

 

Figure 18. Over Current Release (hard short to 1A) 
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Application Waveforms 

 

 
Figure 19. Load Transient (0.6A-5.4A, 1.6A/us) 

 
Figure 20. Load Transient (1.5A-4.5A, 1.6A/us) 

 
Figure 21. Output Ripple (Iload=100mA) 

 
Figure 22. Output Ripple (Iload=1A) 

 

 
Figure 23. Output Ripple (Iload=6A) 

 

Figure 24. Thermal,12Vin,5Vout,6A 
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PACKAGE INFORMATION 
 
     

 
TOP VIEW 

 
BOTTOM VIEW 

 
SIDE VIEW 

 
 

 

SECTION A-A 
 

RECOMMENDED LAND PATTERN 

 
 

QFN-14L (3.5*4) Package Outline Dimensions 
 

 
NOTE: 

1. THE LEAD SIDE IS WETTABLE. 
2. ALL DIMENSIONS ARE IN MILLIMETERS. 
3. LEAD COPLANARITY SHALL BE 0.08 MILLIMETERS MAX. 
4. JEDEC REFERENCE IS MO-220. 
5. DRAWING IS NOT TO SCALE. 
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