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REVISION HISTORY  
NOTE: Page numbers for previous revisions may differ from page numbers in the current version. 

Revision 0.8: Customer Samples. 

Revision 0.81: Update relevant parameters based on the latest batch test data. 

Revision 0.82: Update relevant parameters in EC based on the latest batch test data. 

DEVICE ORDER INFORMATION  

ORDERABLE 
DEVICE  

PACKAGING 
TYPE  

STANDARD 
PACK QTY 

PACKAGE 
MARKING 

PINS 
PACKAGE 

DESCRIPTION 
MSL 

SCT2820STER Tape & Reel 4000 2820 8 ESOP-8L TBD 
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• When overcurrent occurs causing a decrease in output voltage.  

When the above conditions are removed, the output voltage will still increase under soft start. But it should be noted 
that if the output voltage drops below 37.5% due to overcurrent, hiccup will be triggered. 

Switching Frequency and Clock Synchronization 

The switching frequency of the SCT2820 is set by placing a resistor between RT/SYNC pin and the ground or 
synchronizing to an external clock.  

In resistor setting frequency mode, a resistor placed between RT/SYNC pin to the ground sets the switching 
frequency over a wide range from 200kHz to 1.5MHz. The RT/SYNC pin voltage is typical 1V. RT/SYNC pin is not 
allowed to 
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MOSFET is off and low-side power MOSFET is on. A boot diode is integrated on the SCT2820 die to minimize 
external component count. 

The UVLO of high-side MOSFET gate driver has a threshold of 2.5V. When the voltage across bootstrap capacitor 
drops below 2.5V, BST UVLO occurs, the voltage at bootstrap capacitor is insufficient to drive high-side MOSFET 
fully on. The converter forces turning on low-side MOSFET 
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APPLICATION INFORMATION 

Typical Application 
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Figure 11. SCT2820 Design Example, 5V Output 

Design Parameters 

Design Parameters Example Value 

Input Voltage 48V Normal 5.5V to 80V 

Output Voltage 5V 

Maximum Output Current 2A 

Switching Frequency 400kHz 

Output voltage ripple (peak to peak) 12.8mV 

Transient Response 0.5A to 1.5A load step 224mV 
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Since the inductor-current ripple increases with the input voltage, so the maximum input voltage in application is 
always used to calculate the minimum inductance required. Use Equation 8 to calculate the inductance value. 

𝐿𝑀𝐼𝑁 =
𝑉𝑂𝑈𝑇

𝑓𝑆𝑊 ∗ 𝐿𝐼𝑅 ∗ 𝐼𝑂𝑈𝑇(𝑚𝑎𝑥)

∗ (1 −
𝑉𝑂𝑈𝑇

𝑉𝐼𝑁(𝑚𝑎𝑥)

) (8) 

 
Where: 

•
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ICINRMS = 0.5 ∗ IOUT (12) 

For simplification, choose an input capacitor with an RMS current rating greater than half of the maximum load 
current. 

When selecting ceramic capacitors, it needs to consider the effective value of a capacitor decreasing as the DC 
bias voltage across a capacitor increasing. 

The input capacitance value determines the input ripple voltage of the regulator. The input voltage ripple can be 
calculated using Equation 13 and the maximum input voltage ripple occurs at 50% duty cycle. 

∆VIN =
IOUT

fSW ∗ CIN

∗
VOUT

VIN

∗ (1 −
VOUT

VIN

) (13) 

For this example, two 4.7μ
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