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3.8V-28V Vin, 5A Synchronous Step-down DCDC Converter with EMI Reduction 

FEATURES 
• EMI Reduction with Switching Node Ringing-free 

• 400kHz Switching Frequency with 6% Frequency 
Spread Spectrum FSS  

• Pulse Skipping Mode PSM with 20uA Quiescent 
Current in Light Load Condition  

• 3.8V-28V Wide Input Voltage Range 

• 0.8V ±1% Feedback Reference Voltage 

• Fully Integrated 85mΩ Rdson High Side MOSFET 
and 58mΩ Rdson Low Side MOSFET 

• 1uA Shut-down Current 

• 80ns Minimum On-time 

• Precision Enable Threshold for Programmable 
UVLO Threshold and Hysteresis 

• Low Dropout Mode Operation 

• 4ms Built

匀瑥瀀
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TYPICAL CHARACTERISTICS  

 

Figure 1.Efficiency vs Load Current, Vin=12V 

  

Figure 2.Efficiency vs Load Current, Vin=24V 

 

Figure 3. Shut-down Current vs Temperature 
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FUNCTIONAL BLOCK DIAGRAM 
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Figure 7. Functional Block Diagram 
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An internal 1.5uA pull up current source connected from internal LDO power rail to EN pin guarantees that floating 
EN pin automatically enables the device. For the application requiring higher VIN UVLO voltage than the default 
setup, there is a 4uA hysteresis pull up current source on EN pin which configures the VIN UVLO voltage with an 
off-chip resistor divider R3 and R4, shown in Figure 8. The resistor divider R3 and R4 are calculated by equation 
(1) and (2). 

EN pin is a high voltage pin and can be directly connected to VIN to automatically start up the device with VIN rising 
to its internal UVLO threshold.  
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switching node ringing-free without scarifying the switching node rise/fall slew rate and power efficiency of the 
converter. The switching node ringing amplitude and cycles are damped by the built-in MOSFETs gate driving 
technique (SCT Patented Proprietary Design). 

Over Current Protection 

The SCT9336 implements over current protection with cycle-by-cycle limiting high-side MOSFET peak current and 
low-
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to zero, zero-cross detection circuitry on high-side MOSFET Q1 forces the Q1 off till the beginning of the next 
switching cycle. The buck converter does not sink current from the load when the output load is light and converter 
works in PSM mode. 

Bootstrap Voltage Regulator 

An external bootstrap capacitor between BST and SW pin powers floating high-side power MOSFET gate driver. 
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Input Capacitor Selection 
 
For good input voltage filtering, choose low-ESR ceramic capacitors. A ceramic capacitor 10μF is recommended for 
the decoupling capacitor anda0.1μF ceramic bypass capacitor is recommended to be placed as close as possible 
to the VIN pin of the SCT9336.  
 
Use Equation (3) to calculate the input voltage ripple:  

∆𝑉𝐼𝑁 =
𝐼𝑂𝑈𝑇

𝐶𝐼𝑁 × 𝑓𝑆𝑊

×
VOUT

VIN

× (1 −
𝑉𝑂𝑈𝑇

𝑉𝐼𝑁

) 

(3) 

 
Where: 

• CIN is the input capacitor value 

• fsw is the converter switching frequency 

• IOUT is the maximum load current 
 

Due to the inductor current ripple, the input voltage changes if there is parasitic inductance and resistance between 
the power supply and the VIN pin. It is recommended to have enough input capacitance to make the input voltage 
ripple less than 100mV. Generally, a 35V/10uF input ceramic capacitor is recommended for most of applications. 
Choose the right capacitor value carefully with considering high-capacitance ceramic capacitors DC bias effect, 
which has a strong influence on the final effective capacitance. 
 
Inductor Selection 

The performance of inductor affects the power supply’s steady state operation, transient behavior, loop stability, and 
buck converter efficiency. The inductor value, DC resistance (DCR), and saturation current influences both efficiency 
and the magnitude of the output voltage ripple. Larger inductance value reduces inductor current ripple and 
therefore leads to lower output voltage ripple. For a fixed DCR, a larger value inductor yields higher efficiency via 
reduced RMS and core losses. However, a larger inductor within a given inductor family will generally have a greater 
series resistance, thereby counteracting this efficiency advantage. 
 
Inductor values can have ±20% or even ±30% tolerance with no current bias. When the inductor current approaches 
saturation level, its inductance can decrease 20% to 35% from the value at 0-A current depending on how the 
inductor vendor defines saturation. When selecting an inductor, choose its rated current especially the saturation 
current larger than its peak current during the operation. 
 
To calculate the current in the worst case, use the maximum input voltage, minimum output voltage, maxim load 
current and minimum switching frequency of the application, while considering the inductance with -30% tolerance 
and low-power conversion efficiency. 
 
For a buck converter, calculate the inductor minimum value as shown in equation (4). 

𝐿𝐼𝑁𝐷𝑀𝐼𝑁 =
𝑉𝑂𝑈𝑇 × (𝑉𝐼𝑁𝑀𝐴𝑋 − 𝑉

�;

𝑉𝐼𝑁𝑀𝐴𝑋 × 𝐾𝐼𝑁𝐷 × 𝐼𝑂𝑈𝑇 × 𝑓
 

𝑂𝑈𝑇 + 𝐾𝐼𝑁𝐷 ×
𝐼𝑂𝑈𝑇

2
 (5) 

 
Set the current limit of the SCT9336

 higher than the peak current I

LPEAK

 and select the inductor with the saturation 

current higher than the current limit. The inductor’s DC resistance (DCR) and the core loss significantly affect the 
efficiency of power conversion. Core loss is related to the core material and different inductors have different core 
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Application Waveforms 
 

 

  

  

 
  

Figure 14. Power Up 
VIN=24V, VOUT=5V, IOUT=3A 

Figure 15. Power Down 
VIN=24V, VOUT=5V, IOUT=3A 
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Layout Guideline 

The regulator could suffer from instability and noise problems without carefully layout of PCB. Radiation of high- 
frequency noise induces EMI, so proper layout of the high-frequency switching path is essential. Minimize the length 
and area of all traces connected to the SW pin, and always use a ground plane under the switching regulator to 
minimize coupling. The input capacitor needs to be very close to the VIN pin and GND pin to reduce the input supply 
ripple. Place the capacitor as close to VIN pin as possible to reduce high frequency ringing voltage on SW pin as 
well. Figure 18 is the recommended PCB layout of SCT9336. 

The layout needs be done with well consideration of the thermal. A large top layer ground plate using multiple 
thermal vias is used to improve the thermal dissipation. The bottom layer is a large ground plane connected to the 
top layer ground by vias. 
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Figure 18. PCB Layout Example 

Thermal Considerations 

The maximum IC junction temperature should be restricted to 125°C under normal operating conditions. Calculate 
the maximum allowable dissipation, PD(max), and keep the actual power dissipation less than or equal to PD(max) . The 
maximum-power-dissipation limit is determined using Equation (12). 

𝑃𝐷(𝑀𝐴𝑋) =
125 − 𝑇𝐶𝐴

𝑅θJA
 (12) 

 
where 

• TA is the maximum ambient temperature for the application. 

http://www.silicontent.com/


SCT9336  

 

       18     For more information www.silicontent.com    © 2019  Silicon Content Technology Co., Ltd.   All Rights 
Reserved  

Product Folder Links:  SCT9336 

• RθJA is the junction-to-ambient thermal resistance given in the Thermal Information table. 

The real junction-to-ambient thermal resistance RθJA of the package greatly depends on the PCB type, layout, 
thermal pad connection and environmental factor. Using thick PCB copper and soldering the GND to a large ground 
plate enhance the thermal performance. Using more vias connects the ground plate on the top layer and bottom 
layer around the IC without solder mask also enhance the thermal capability. 
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PACKAGE INFORMATION 

 
 

ESOP8/PP(95x130) Package Outline Dimensions 
 

Symbol 
Dimensions in Millimeters Dimensions in Inches 

Min. Max. Min.  

 �0�P
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TAPE AND REEL INFORMATION 
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